
Proofer, Available in Full Size or Countertop, Electromechanical Controls, Manual Fill Water Pan, Full 

View Tempered Glass Door, Indicator Light for Thermostat, Timer, Separate Heat & Humidity Controls, 

Aluminum Interior, Stainless Steel Exterior, cETLus, NSF 



 
 

FEATURES 
� Electromechanical Controls 

� Indicator Light for Thermostat 

� Temperature up to 110° F (45° C) 

� Separate Heat & Humidity Controls 
 

CONSTRUCTION 
� 4” Adjustable Legs (PRO‐8) 

� Welded Stainless Steel Exterior 

� Aluminum Interior 

� Heavy Duty Casters (PRO‐16) 

� LeŌ or Right Hinged 

� Fully Insulated 

� Manual Fill Water Pan 

� Cord & Plug 
 
 

OPTIONS & ACCESSORIES 
� Warmer 

� Set of Casters (PRO‐8) 

� Set of 6” Legs (PRO‐16) 

 ‐  

CLEARANCES 
� 4” [All Sides of Unit] 
 

WARRANTY  
� One Year Labor & Two Year Parts 

PROJECT  

ITEM NO.  

NOTES  

MODEL NUMBER:     PRO‐8 , PRO‐16 

Model 
Crated 

Weight  

Overall Dimensions   Interior Dimensions  Pan Capacity  

(18”x26”)       

W D H W D H 

PRO‐8 
200 

(91) 

24 1/4” 

(616) 

34 5/8” 

(879) 

39 3/4” 

(1010) 

18 3/8” 

(467) 

29” 

(737) 

27 5/8” 

(702) 
8 

3 3/8” 

(86) 

PRO‐16 
375  

(170) 

24 3/8” 

(619) 

33 3/4” 

(857) 

74 1/8” 

(1883) 

18 3/8” 

(467) 

28 7/8” 

(733) 

57 3/8” 

(1457) 
16 

3 3/8” 

(86) 

Shelf Spacing 
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Model  
Electrical System *ground wire not included  

Volts Phases Amps kW Wires* Hz NEMA 

PRO‐8 120 1 16 1.8 2 60 5‐20P 

PRO‐16 120 1 16 1.8 2 60 5‐20P 

Water Inlet 

‐ 

‐ 

ELECTRICAL SYSTEM 
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