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Bun Pan Racks
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Angle Slides Hold Pans 
 Securely On Bottom 

FL - Front Load SL - Side Load

ALUMINUM          STAINLESS   
Model  Wt.  Model  Wt. Spacing/Capacity  H W D
400A 45  400S 75	 FL	2"/	30	Pans	 701/4"		 201/2"		 26" 
401A 36  401S  57 FL	3"/	20	Pans	 701/4"		 201/2"		 26"	
402A 32  402S  47 FL	4"/	15	Pans	 701/4"		 201/2"		 26" 
403A 30  403S   41   FL	5"/	12	Pans	 701/4"		 201/2"		 26"	
404A 28   404S   35    FL	6"/	10	Pans	 701/4"		 201/2"		 26"

405A 43   405S   70    FL	2"/	27	Pans	 64"		 201/2"		 26"
406A 35   406S   53    FL	3"/	18	Pans	 64"		 201/2"		 26"
  
410A	 39	 410S 	 60	 SL	2"/	30	Pans		 701/4"		 281/2"		 18" 	
411A	 33				 411S  	 50			 SL	3"/	20	Pans	 701/4"		 281/2"		 18" 	
412A	 30		 412S    		 37				 SL	4"/	15	Pans	 701/4"		 281/2"		 18" 	
413A	 28		 413S  		 33				 SL	5"/	12	Pans	 701/4"		 281/2"		 18" 	
414A	 26		 414S  		 30				 SL	6"/	10	Pans	 701/4"		 281/2"		 18"
 		
415A	 33		 415S  		 52				 SL	2"/	27	Pans	 64"		 281/2"		 18" 		
416A	 28		 416S  		 44				 SL	3"/	18	Pans	 64"		 281/2"		 18" 			

Applications:
Mobile multi-purpose racks for holding, storing and trans-
porting both plastic and aluminum. 18 X 26 Bun Pans,  
18 X 13 Pans, and 17 X 25 Fryer Screens.

Construction:
Heavy duty, high tensile extruded aluminum, type 6063-T5 
alloy or stainless construction. Lifetime guarantee against 
rust.

Tray Slides:
Sides are 1" X 1-1/2" extruded aluminum  angle heli-arc 
welded to frame. Bottom load ledge design.

Frame and Cross Supports:
Vertical and horizontal frame sections are  1" extruded 
aluminum tubing and 1" solid flat bar extruded aluminum 
or stainless. 

Casters:
Aluminum models: Platform type 5" diameter, full swivel 
design. Non-marking polyurethane wheel. Caster plates are  
securely bolted to frame to facilitate replacements.   
Stem type casters on stainless models.

411A
Side Load

OPTIONS/UPGRADES
/011	 	-Caster	Brakes	(2)	
/CC	 -	Card	Clip	Aluminum	
/024	 -	Corner	Bumpers	(4)	
/009 -	Pan	Stop	Aluminum 
/010 -	Pan	Stop	Stainless	
/PG -	Pan	Stop	Gravity 

 
/015 -	Pan	Stop	Web-Strap 
/PB -	Perimeter	Bumper	
/BA -	Solid	Bottom	Aluminum
/008 -	"X"Bracing	Aluminum
/A -	Solid	Aluminum	Top
/VB -	Vertical	Bumpers
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