
NOW WITH A 2  YEAR+ PARTS WARRANTY

R E L Y  
O N  S Y N E S S O
The MVP Hydra provides unparalleled control throughout the espresso 
extrac�on process. Start with Synesso’s MVP technology, add a pump and motor 
per group and each becomes a completely independent brew system. Baristas 
can run varying pressures on any group, simultaneously, and without 
interrup�on.  The 4 Stage Pressure Ramping provides the highest level of 
flexibility and engagement for your espresso recipes. Adjust and fine tune at 
each stage to unlock the flavors and subtle�es avialable in specialty coffee 
today. 



MVP Hydra 2 Group

DIMENSIONS: 21”(H) 30” (W) 24”(D)
WEIGHT: 173 lbs / 79 kg (full)
ELECTRICAL: Volts: 220 / Amps: 30
PLUMBING: Line pressure of 50psi (minimum)
FITTING: 3/8” compression w/ shut off
DRAINAGE: Within 4 feet of machine  

PERFECT.  SAVE.  REPEAT.

MVP Hydra 3 Group

DIMENSIONS: 21”(H) 41” (W) 24”(D)
WEIGHT: 218 lbs / 99 kg (full)

ELECTRICAL: Volts: 220 / Amps: 40
PLUMBING: Line pressure of 50psi (minimum)

FITTING: 3/8” compression w/ shut off
DRAINAGE: Within 4 feet of machine

MVP Hydra 1 Group

DIMENSIONS: 21” (H) ” 19“(W)  24” (D)
WEIGHT:  115 lbs / 53 kg (full)

ELECTRICAL: Volts: 220/ Amps 16
PLUMBING: Line Pressure of 50 psi (minimum)

FITTING: 3/8” MPT w/ shut-off
DRAINAGE: Within 4 feet of the machine


