




DO NOT store or use gasoline or any other flammable 
vapors or liquids in the vicinity of this or any other 
appliance.

The information contained in this manual is important 
for the proper installation, use and maintenance of this 
oven. Adherence to these procedures and instructions 
will result in satisfactory cooking results and long, 
trouble-free service. Please read this manual carefully 
and retain it for future reference.

PRECAUTIONS TO AVOID POSSIBLE EXPOSURE TO 
EXCESSIVE MICROWAVE ENERGY 
(a) Do not attempt to operate this oven with the door 

open since open-door operation can result in harmful 
exposure to microwave energy. It is important not to 
defeat or tamper with the safety interlocks. 

(b) Do not place any object between the oven front 
face and the door or allow soil or cleaner residue to 
accumulate on sealing surfaces. 

(c) Do not operate the oven if it is damaged. It is particularly 
important that the oven door close properly and that 
there is no damage to the: (1) Door (bent), (2) hinges and 
latches (broken or loosened), (3) door seals and sealing 
surfaces. 

(d) The oven should not be adjusted or repaired by anyone 
except properly qualified service personnel.

The company reserves the right to apply improvement modifications to 
appliances and accessories at any time without advance notice.





CONTACTS 
Please see the back cover for contacts in your local area.

TECHNICAL DOCUMENTS IN DIGITAL FORMAT 
to download the documentation in digital format and the full user 
manual, log in to UNOX  http://infonet.unox.com | http://unox.com.
After registering on the portal, you will need to enter some information 
about your UNOX product:

 ■ product code 
 ■ serial number 

Both data can be found on the ratings plate on the side of the oven 
(page 31).

IMPORTANT SAFETY INSTRUCTIONS ............7
INSTALLATION ................................................................18
MAINTENANCE ..............................................................38
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SAFETY INSTALLATION MAINTENANCE

IMPORTANT SAFETY 
INSTRUCTIONS

 ■ When using electrical appliances basic safety precau-
tions should be followed, including the following:

 ■ WARNING – To reduce the risk of burns, electric shock, 
fire, injury to persons, or exposure to excessive micro-
wave energy:
1) Read all instructions before using the appliance.
2) Read and follow the specific «PRECAUTIONS 

TO AVOID POSSIBLE EXPOSURE TO EXCESSIVE 
MICROWAVE ENERGY»: 

 3) This appliance must be grounded. Connect only 
to properly grounded outlet. See GROUNDING 
INSTRUCTIONS» found on page 31.

4) Install or locate this appliance only in accordance 
with the provided installation instructions.

5) Some products such as whole eggs and sealed 
containers – for example, closed glass jars – are able 
to explode and should not be heated in this oven.

6) Use this appliance only for its intended use as 
described in the manual. Do not use corrosive 
chemicals or vapors in this appliance. This type of 
oven is specifically designed to heat, cook, or dry 
food. It is not designed for industrial or laboratory use.

7) HOT CONTENTS CAN CAUSE SEVERE BURNS. DO 
NOT ALLOW CHILDREN TO USE THE MICROWAVE. 
Use caution when removing hot items.

8) Do not operate this appliance if it has a damaged 
cord or plug, if it is not working properly, or if it has 
been damaged or dropped.

9) This appliance should be serviced only by qualified 
service personnel. Contact nearest authorized 
service facility for examination, repair, or adjustment.
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10) Do not cover or block any openings on the appliance.
11) Do not store this appliance outdoors. Do not use this 

product near water – for example, near a kitchen 
sink, in a wet basement, near a swimming pool, or 
similar locations.

12) Do not immerse cord or plug in water.
13) Keep cord away from heated surfaces.
14) Do not let cord hang over edge of table or counter.
15) When cleaning surfaces of door and oven that 

comes together on closing the door, use only mild, 
nonabrasive soaps, or detergents applied with a 
sponge or soft cloth.

16) To reduce the risk of fire in the oven cavity:
i) Do not overcook food. Carefully attend appliance 

when paper, plastic, or other combustible 
materials are placed inside the oven to facilitate 
cooking.

ii) Remove wire twist-ties from paper or plastic bags 
before placing bag in oven.

iii) If materials inside the oven ignite, keep oven door 
closed, turn oven off, and disconnect the power 
cord, or shut off power at the fuse or circuit 
breaker panel.

iv) Do not use the cavity for storage purposes. Do 
not leave paper products, cooking utensils, or 
food in the cavity when not in use.

17) Liquids, such as water, coffee, or tea are able to 
be overheated beyond the boiling point without 
appearing to be boiling. Visible bubbling or boiling 
when the container is removed from the microwave 
oven is not always present. THIS COULD RESULT 
IN VERY HOT LIQUIDS SUDDENLY BOILING OVER 
WHEN THE CONTAINER IS DISTURBED OR A 
UTENSIL IS INSERTED INTO THE LIQUID.
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18) Oversized foods or oversized metal utensils should 
not be inserted in a microwave/toaster oven as they 
may create a fire or risk of electric shock.

19) Do not clean with metal scouring pads. Pieces can 
burn off the pad and touch electrical parts involving 
a risk of electric shock.

20) Do not use paper products when appliance is 
operated in the toaster mode.

21) Do not store any materials, other than manufacturer’s 
recommended accessories, in this oven when not in 
use.

22) Do not cover racks or any other part of the oven with 
metal foil. This will cause overheating of the oven.

23) As with any appliance, close supervision is necessary 
when the microwave oven is used by children.

24) If materials inside the oven should ignite, the oven 
door should be kept closed, the appliance turned 
off, the power cord disconnected, or the power shut 
off at the fuse or circuit breaker panel.

SAVE THESE INSTRUCTIONS 

SAFETY INFORMATION FOR 
INSTALLING THE APPLIANCE
General precautions

 ■ Read this manual carefully before installing the appli-
ance. Store this manual with care for future reference.

 ■ Failure to comply with the safety regulations, and any 
installation or maintenance other than those indicated 
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and correctly disposed of in compliance with local reg-
ulations.

 ■ The ratings plate provides essential technical informa-
tion that is of utmost importance for any appliance 
maintenance or repairs. Do not remove, damage or 
modify the plate.

 ■ The parts protected by the manufacturer or one of its 
agents cannot be altered by the installer.

 ■ If the door or seal are damaged, do not use the oven 
until it has been repaired by a technician.

 ■ Only a trained technician may perform any mainte-
nance or repair work which involves removing any of 
the protective covers to prevent exposure to microwave 
energy. For anyone else this is dangerous.

 ■ Leave at least 10 cm | 3.94” of free space around the appli-
ance.

 ■ The appliance must be easily movable for any 
non-standard maintenance work. Make sure that any 
building work carried out following installation (e.g. 
building walls, replacing doors with narrower models, 
renovation work) does not hinder movement.

 ■ The instructions are available in alternative formats (e.g. 
on the website). Please contact the manufacturer.

 ■ Before installing the appliance, check that the systems 
are compliant with the installation standards in the 
specific country and with the specifications indicated 
on the appliance serial plate.

 ■ Connections to the power mains must comply with the 
regulations in force in the country where the appliance 
is installed; and all connections must be made by qual-
ified technicians authorised by the manufacturer.Failure 
to comply with these regulations may cause damage 
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 ■ Failure to comply with the safety regulations, and any 
use or maintenance other than those indicated in this 
manual voids the warranty* and relieves the manufac-
turer of all liability.

 ■ Children must be supervised to ensure they do not 
play with the appliance.

 ■ User cleaning and maintenance must not be carried 
out by unsupervised children.

 ■ These appliances are intended to be used for commer-
cial applications, e.g. in restaurant kitchens, canteens, 
hospitals and commercial enterprises such as bakeries, 
butchers, etc., but not for continuous, mass production 
of food. Any use other than has been indicated is con-
sidered improper, potentially dangerous for people and 
animals, and may irreparably damage the appliance. 
Improper use of the appliance voids the warranty.

 ■ If the appliance does not function or if there are any 
functional or structural alterations, disconnect the 
electricity supply and contact a UNOX authorized 
customer assistance service. Do not attempt to inde-
pendently repair the appliance. For any repairs, please 
request UNOX original spare parts. 

 ■ To ensure that the appliance is in perfect condition in 
terms of use and safety, maintenance and inspections 
should perform at least yearly by authorised service 
centre.

 ■ The appliance emits a sound level of below 70 dB.
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The manufacturer reserves the right to make changes to improve the appliances and accessories at 
any time without advance notice.  Full or partial reproduction of this manual is forbidden without 
the consent of the manufacturer. The measurements provided are approximate and not binding.  
In the event of disputes, this document was originally written in Italian. The manufacturer is not 
responsible for any translation/interpretation errors.
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POSITIONING
06   The installation area

Install the appliance in areas:
 ■ dedicated and conforming to the cooking of industrial foods;
 ■ that are adequately ventilated;
 ■ that comply with the laws in your country regarding system safety/ 
safety in the workplace;

 ■ protected from the weather;
 ■ with temperatures from +5°C | 41°F to +35°C | 104°F maximum;
 ■ that have maximum humidity of 70%.

The floor beneath the appliances must:
 ■ be flame and heat resistant;
 ■ be perfectly level;
 ■ have a flat and even surface;
 ■ be able to support the weight of the appliance at full load without 
deforming or undergoing structural failure.

For additional technical information on the appliance, please see 
the “Technical specifications” sheet provided with the appliance. 

07   Installation clearance
Position the appliance respecting the clearance indicated in the figure 
and so that the back of the appliance is easily accessible for making 
the necessary connections and for maintenance work. The appliance is 
not suitable for recessed installation. 
Do not install the appliance near:

 ■ other appliances that reach high temperatures;
 ■ easily flammable or heat-sensitive materials, walls or furniture. 

If this is not possible, a fireproof panel must be installed in accordance 
with local fire prevention regulations. 
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Position
NEVER install the appliance on the floor. It must be positioned:

 ■ on wheels (purchase of the UNOX mobile base required);
 ■ on a substructure (e.g. neutral cabinets) or UNOX stand;
 ■ stacked on other UNOX appliances (for information on stacking 
options, please see the “Designer Book” manual, which can be down-
loaded from the UNOX infonet website).

08   Positioning: mobile base
Only use the UNOX mobile base kit.

Follow the instructions contained in the package to assemble the 
mobile base. 

09   Positioning: substructure or UNOX stand
Before securing the appliance to a substructure or UNOX stand, always 
check they are perfectly level using a manual or digital spirit level. If the 
UNOX stand is not level, adjust the feet as necessary. Take care not to 
unscrew them completely.
Any substructures used must be:

 ■ stable and perfectly level;
 ■ unmoveable;
 ■ suitably sized for the appliance requiring support;
 ■ heat resistant and NOT flammable;
 ■ able to support the appliance weight at full load without deforming 
or experiencing structural failure.

When installing the appliance on top of an UNOX stand, please 
refer to the instructions provided with the stand.
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13   How to connect the electrics
The appliance leaves the factory with the power cable already fitted on 
the terminal board; the electrical connection must be made by:

 ■ A | fitting a power plug (not supplied) of a suitable type and load for 
the maximum power absorbed by the oven’s phases (data available 
on the attached “Technical specifications” sheet).

 ■ B | making a connection to an electrical panel.

Checks to perform after connection
Check that:

 ■ the copper jumper on the terminal board and the electrical cable are 
secured together under the screw in its tightening direction;

 ■ all the electrical connections are tightly secured before connecting 
the appliance to the power mains; 

 ■ there is no electrical dispersion between the phases and the earth, 
and that there is electrical continuity between the external casing 
and the main earth wire; 

 ■ the power supply voltage does not deviate from the nominal vol-
tage specified on the appliance ratings plate when the appliance is 
operating. If it does, wire the phases as specified on the “Technical 
specifications” sheet (Power supply - Connection Diagram) supplied 
with the appliance.

FIRST START-UP
14   On first start-up, the appliance checks automatically the 

rated voltage of the connection system (208V or 240V) and asks for 
confirmation in a screen. 

15    If it is not detectable or if the oven is connected to a different 
voltage than when it was last switched on, you are asked to set the 
correct value, choosing it between 208V-60Hz or 240V-60Hz. 
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CONNECTING STACKED APPLIANCES (MAXI.LINK)
The appliances are designed to be connected to accessories such as a 
prover.

The accessories connect to the oven using automatic connectors on 
the back of the oven.

Follow the instructions contained in the accessory and appliance 
packaging for information on how to fully install and manage 

them.

























This oven complies with applicable sections of DHHS Federal 
Performance Standard 21 CFR 1030.10

with UL 923 - CSA C22.2#150

with NSF ANSI 4

CERTIFICATION

Ventless operation: tested in accordance to EPA 202 Test Method, limits 
imposed by UL 710B






